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Fault pattern Cause
Door doesn‘t open

– Safety device in opening direction is active or the cable is interrupted or jumper 14-15 is missing
– The safety device for the swing area is active or the cable is interrupted or jumper 18–19 is missing
– Operating mode OFF is active or the cable on 1 is short circuited against GND.
– Mains supply is interrupted ( point LED on the display is not lit anymore)
– Power supply 24 V is overloaded ( point LED on the display is not lit anymore)
– Thermal motor protection was triggered ( point LED on the display is not lit anymore)
– Thermal protection transformer was triggered ( point LED on the display is not lit anymore)
– Door lock is blocked
– Door lock or the cable is defective
– Door lock is incorrectly programmed (function 4 current-free locked / current-free unlocked)

– Opening force is limited too much (function 7) or is inadequate for a door that is dif cult to operate
Door does not open to 
full open position

– Opening force is too strongly limited (function 7) or is inadequate for a door that is dif ult to operate
– The safety device in opening direction is triggered during the opening motion (disabling of

„Teach-In General“ or „Teach-In Key Switch“).
– „Teach-In General“ was not performed
– Open position was set according to „Teach-In“
– Internal stop does not permit a larger opening
– Irregularity in the opening-versus-force dependency or wind load
– Mechanical obstruction

Door opens varyingly – Varying preconditions through „Teach-In General“ and „Teach-In Key Switch“
– Irregularity in the opening-versus-force dependency or wind load

Door remains open – Activator has maintained contact or the cable on 5 is short circuited against GND
– Operating mode OPEN is active or cable on 3 is short circuited against GND
– The safety device in closing direction is active or the cable is interrupted or jumper 18–19 is missing
– The safety device for the swing area is active or the cable is interrupted or jumper 18 –19 is missing
– Ball screw spindle defective

Door does not remain open in 
operating mode OPEN

– Internal stop incorrectly adjusted
– Wind load or door is not in the plumb bob
– Motor thermal protection triggered (temporarily only manual operation possible)

The safety device in opening 
direction does not react

– The safety device in opening direction was active during „“Teach-In General”“ or „Teach-In Key
Switch“

– Short circuit in the cable to the safety sensor
Point LED goes out temporarily – Temporary overload >0.75 A at the 24 VDC power supply. In particular when operating the door

lock or the signal lamp (cold start)
Door slams shut – Close check speed misadjusted.

– Differential pressure in the building
– Operator defective (position sensor, motor)
– Arm adjustment has changed.

Irregular motion – Operator defective (position sensor, control system, motor)
– Ball screw spindle defective

Door closes slowly – Safety activator or cable defective, test of monitored safety devices negativ.
Paired applications
Secondary does not open – Commissioning not complete, see chapter 7.6

– Cable connection RS232 disconnected, cable set not completely adopted.
– Operator switched off.
– Both drives not connected to the same ground

Paired applications
Primary does not open – Cable connection RS232 disconnected (no message from secondary for at least min. 4 minutes)

Door always reverses to the
CLOSED position

– The connection from the linkage to the drive has moved (spindle)

The door does not close
completely

– The connection from the linkage to the drive has moved (spindle)
– The arm was not installed to dimensions.
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